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THIS ARMORER’S MANUAL IS TO BE 
SUPPLEMENTED BY TECHNICAL BULLETINS 


Informotion and Specifications contained within 
•his monuol moy ehoige without notification. 

This inoniiol provides basic service and boclc- 
up ioformotion for certified GIOCK armorers, 
and is not intended for use by other people. 

Cerfificotion con only be granted by GIOCK 
after attending o GLOCK armorer's sdiool. 

CLOCK eonnot be held responsible for ony 
misinterpretotion of the instructions in this 
monuol thot con leod to improper funcfioning 
of the pistol. 

For odditionol information and service guide¬ 
lines contact CLOCK for your neorest certified 
field representative. 







All GLOCK pistols ore o pro¬ 
duct of modem technology, 
incorporofing many innovotive 
design features which result in 
eose of operotion, extreme reli¬ 
ability, simple function, reduced 
maintenance, durability and 
light weight. Mr. GLOCK was 
the first person to successfully 
produce a polymer handgun 
receiver and marry it to a 
strong, all steel slide ond bar¬ 
rel. In addition to new moteriois 
and manufocturing methods, 
the GLOCK pistol'Kos an oction 
which combines the best chor- 
octeristies of the traditional 
double ond single action pis¬ 
tols, creofing whot hos become 
known 08 the "Sofe Action” 

Safe, simple operation, reliabil¬ 
ity and accuracy were primory 
design criteria. To achieve 
safety with simplicity, three 
independent safeties sequen¬ 
tially disengage as the pistol's 
trigger is pulled to its reor-mosi 
position, these safeties auto¬ 
matically reset themselves once 
the shooter removes his finger 
from the trigger. GLOCK pis¬ 
tols combine the safety ond sim¬ 
plicity of revolver-like opero¬ 
tion with o constont double 
action trigger pull, high moga- 
zine copocity, ropid recovery 
and the reduced recoil of a 
modern, semi-outomotic pistol. 


This manual provides mainte- 
nonce ond technical informa¬ 
tion for certified CLOCK 
armorers. It contains numerous 
pictures, each one showing 
exactly how 0 speciftc proce¬ 
dure is to be carried out. This 
mokes maintenance extremely 
simple and stroightforward. A 
unique feature of the CLOCK 
pistol is that oil ports generally 
ore interchangeable within the 
some model—no bond fitting, 
filing or polishing is required or 

Prior to the service and mainte¬ 


nance section of this monuol is 
0 section devoted to SAFETY os 
it relates to the GLOCK pistol 
(Read Safety Rules or page 8]. 
Read ond be familiar with this 
informotion prior to performing 
ony maintenance on the pistol. 
Wear safety glasses while 
performing maintenance. 
The terms; right & left, front 
(muzzle) 4 reor, top & bottom, 
up & down and forward S 
bockward, os used in this man¬ 
ual refer to the pistol when 
being held in shooting position 
os seen by the shooter. 


GLOCK currently has ovoiloble 
for distribution to police ogen- 
cies: The GLOCK 17 (9mm), the 
GLOCK 19 (9mm compoct), the 
GLOCK 22 (.40 caliber), the 
GLOCK 23 (.40 coliber compoct), 
the GLOCK 20 (10mm), and the 
GLOCK 21 (.45 ACP coliber). 





Exploded Drawing and Parts List for Gleck 17 NATostock.No. ioos/2s/i33/6775 



1 Slide 

2 Barrel 

3 Recoil s[: 


7 Firir 


8 Spring cups 

9 Firing pin safety 

10 Firing pin safety spring 

11 Extractor 

12 Extractor depressor plunger 

13 Extroctor depressor plunger 


14 Spring-looded bearing 
is slide cover (dote 

16 Rearsi^ 

16o Frot« sight 

17 Receiver 

18 Magazine catch spring 

19 Mogozine catch 

20 Sli^ lode spring 

21 Slide lode 

22 Loddng block 

wi^^ector 

24 Connector 

25 Trigger spring 


25-A New York Trigger Spring 
25-B New York Trigger Spring Plus 
er with trigger bor 


27 Slide stop le' 




IE: 

31 Mogozine win; 

32 Magazine Floor i 
32-A Magozin 

33 Mogozine tube 

34 Locking block pin 
Note: ffefer to ports order list 
popes 44-50. 






Parts That Do Not Interchange wnth Giock 17 Parts 


CLOCK 17L 

1 Slide 

2 Barrel 

19 Magazine Catch 

CLOCK 19 

1 Slide 

2 Barrel 

3 Recoil spring 

4 Recall spring tube 
17 Receiver 

20 Slide lock spring 
22 Locking block 

26 Trigger with trigger bor 

27 Slide stop lever 
31 Magazine spring 
33 Magazine tube 


CLOCK 20 

1 Slide 

2 Borrel 

3 Recoil spring 

4 Recoil spring tube 

5 Firing pin 

11 Extroctor 

12 Extractor depressor plunger 
17 Receiver 

19 Magazine catch 

20 Slide lock spring 

21 Slide lock 

22 Locking block 

23 Trigger mechonism housing 
wiiti ejector 

26 Trigger with trigger bar 

27 Slioe stop lever 
30 Follower 

32 Mogazine floor plate 

33 Magazine tube 

34 Locking block pin 


CLOCK 21 

1 slide 

2 Barrel 

3 Recoil spring 

4 Recoil spring lube 

5 Firing pin 

9 Firing pin safety 

11 ExtrMor 

12 Ex tr oc tor depressor plunger 
17 Receiver 

19 Moraine cotch 

20 Slide lock spring 

21 Slide lock 

22 Locking block 

23 Triage mechanism housing 
witn ejector 

26 Trigger vrith trigger bar 

27 Slide slop lever 
30 Follower 

32 Magazine floor plote 

33 Mogazine tube 

34 Locking block pin 


CLOCK 22 

1 Slide 

2 Borrel 

3 Recoil sprirtg 

4 Recoil sprirtg tube 

5 Firittgpin 
17 Receiver 

22 Locking block 

23 Trirar mechanism housing 
with ejector 

Do ner pvt 

inechanism hwsing erilh 
e(Mter from a GLOCK 17 
or CLOCK 

CLOCK 22. Rector may 
Mt primer cousing 
round to fir*. 

27 Slide stop lever 
X Follower 

33 Mogazine tube 

34 Locking block pin 


CLOCK 23 

1 Slide 

2 Barrel 

3 Recoil spring 

4 Recoil spring tube 

5 Firing pin 

17 Receiver 

20 Slide lock spring 

22 Locking block 

23 Trigger mechanism housing 
with ejector 

Do not put trigger 
mechanism housing with 
eioetor from a GLOCK 17 
or GLOCK 19 into the 
CLOCK 23. Eieetor may 
hit primer causing 
round to fire. 

26 Trigger with trigger bar 

27 Slide stop lever 

30 Follower 

31 Mogazine spring 

33 Mogazine tube 

34 Locking block pin 


Notes: 





II. SAFETY 


Basic Firearm 
Safety Rules 

Jtl Always keep the fireorm 
pointed in a sofe direction. 

#2 Hondle all fireorms as if 
they were loaded. 

#3 The trigger finger stoys out 
of the trigger guard until 
the firearm is on tar¬ 
get and the decision to 
fire has been made. 

tt4 Make sure the firearm is 
in good working order and 
the barrel clear of 
obstructions. 

#5 Always check your target, 
backstop and the 
surrounding orea before 

tt6 Quality ear ond eye pro¬ 
tection should always be 
worn when shooting or 
observing. 

#7 When storing a fireorm, 
the firearm should be 
unloaded, secured in o 
safe storoge cose ond out 
of the reach of children 
and untroined adults. 

#8 Only use ommunition re¬ 
commended by the fireorm 
manufacturer and olwoys 
check caliber and condi¬ 
tion of ommunition before 
loading the firearm, 

#9 Firearm tronsportotion is 
regulated by Federal, 

State ond local laws. 
Alwoys transport your fire¬ 
arm in a safe, unloaded 
condition and in accor¬ 
dance with applicoble 


910 Certain medications, alco¬ 
hol ond firearms do not 
mix. Never ollow onyone 
to use firearms when under 
the influence of drugs or 
olcohol. 

911 The safe and rotionol use 
of a firearm relies on com¬ 
mon sense and proper 
training of the user, follow 
safety rules and thirA 
before using a firearm. 

912 Thoroughly read and 
understand the users mon- 
uol thot is supplied with 
your firearm. Never use 
ony firearm unless you 
completely understand its 
operotion ond safety 
features. 

Safety Devices 

The weopon hos no conven¬ 
tional. externally-located safety 
lever. Therefore moke sure thot 
the trigger is touched only 
when you intertd to fire or when 
verified empty, in order to per¬ 
form mointenonce. 

1. Trigger Safety 

It is incorporolM into the 
trigger (26) in the form of a 
lever, and in the untouched 
state blocks the trigger from 
being moved bockwords. 

To fire the pistol, both the 
trigger safety and the trig¬ 
ger must be depressed at 

If the trigger safety is not 
depressed, then the trigger 
will not move to the rear 


ond the pistol will not fire. 
This is designed to prevent 
the trigger from going to 
the rear when dropped. 

2. Firing Pin Sofetyt 

A spring-looded pin (9) pro¬ 
jects into the firing pin cut¬ 
out, and blocks it. This 
safety is only released while 
the trigger is pulled. 

3. Sofety Function of the 
Trigger Mechanism 
Housing (Drop Safety); 

The trigger bar is pushed 
onto the sofety romp by the 
firing pin. 

THE SAFETY DEVICES 1,2 and 
3 above ore designed to pre¬ 
vent the weapon rrom uninten¬ 
tional dischorge, if dropped 
from up to 6.5 ft., exceeding 
NATO stondords. 


Special Wemingt 

In ease the trigger safety 
proves to be ineffective hr 
ony reoson, DANGER of on 
unintenti'ona/ discharge 
exists. THE WEAPON IS 
THEN TO BE IMMEDIA TEL Y 
UNLOADED AND 
RESTRiaED PROM FURTHER 
USE. MAKE SURE THAT 
YOUR WEAPON IS 
PROPERLY REPAIRED AND 
CHECKED BY GLOCK OR 
AUTHORIZED PERSON¬ 
NEL BEFORE USING IT 
AGAIN! 


Notes: 







The vertical eirtension of the 
trigger bar is forward of the 
firing pin sofety. Until the 
trigger safety is disengoged, the 
trigger bar is prevented rrom 
moving rearward and the firing 
pin safety remoins in the safe 
{firing pin blocked] position 
(Figure 3). 


The trigger safety hos been 
depressed allowing the trigger to 
move rearword. As the trigger 
moved rearword the vertical 
extension of the trigger bar has 
pushed the firing pin safety into 
the up (fire) position [Figure 4). 


Head the owner's monual 
provided with your CLOCK 
pistol before removing your 
C400C pistol from its 
eontainer. 

Your new CLOCK pistol 
should be properly cleaned 
and lubricated be fore firing. 
KefertoPage 19 (Prevertrive 
Maintenance). 
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IV. AMMUNITION SPECIFICATIONS FOR 
CLOCK PISTOL 


CLOCK pistols are designed to 
be fired with NATO specificotion 
ommunition. Therefore the fol¬ 
lowing guidelines and specifico- 
tions ore provided so that proper 
ommunition will be selected for 
use in CLOCK pistols to assure 
proper functioning. Any devia¬ 
tion from these specifications 
may lead to improper function¬ 
ing and possibly void the war¬ 
ranty on CLO^K pistols. 

(CLOCK pistols will function 
properly with the new generotion 
of 9x19mm ammunition including 
oil -t-p-t- and 147 grain sub-sonic 
ammunition currently being in¬ 
troduced in the United States.) 

AMMUNmON PERFORMANCE DATA 



NOTE; PeptoriTigrKe levels fTiay ctione« when iBiri 
Source: Corrhdge h^nufocturerc ond tSl 
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Minimum (lower limit) spedficatiens for ammunition to be used 
in Clock pistols: 

BoBotWoifirt V oledtr 

115 grains/7J grams 1180 fps/350m/sec 


Maximum (uppar Kmit) prtstuns forPx }9mm ammunMon fc 
bo used m Gtcek pittols thouU net axeeed 43,500 pounds per 
square mth/3000 OAt 

HentUaa d ed/r e Jcaded or ro-ntantdbeftrred ammunition 
may be unsafe and voids faetery warranty. 

















PRIOR TO FIELD STRIPPING, MAKE SURE PISTOL IS UNLOADED 



tfie pistol to be sure that the 
chamber is empty (Figure 8). 
Also, check the mogozme well to 
be sure that a cartridge has not 
become lodged between the 
ejector and the walls of die 
magazine well. Once you are 
sure that the pistol is unloaded 
continue with disassembly. 

Once you hove verified thot 
the pistol is unloaded: 

• Pull back slide to release slide 
stop lever and close oction. 


Magazine Removal 

• POINT the pistol in o safe 
direction (a sofe direction is 
where no one con possibly be 
injured in the event of on 
accidental discharge}—Finger 
OFF of trigger and OUT of the 
trigger guard. 

• PRESS in on the mogozine 
cotch (Figure 6). 

• Remove the magazine. 

Note: 

The CLOCK pistol is designed so 
that the magazine cotch can not 
easily be pressed unintentionally 
when the pistol is held in a 
proper shooting grip. Forthis 
reason you will have to rotate 
the hand a few degrees to be 
able to press the catch and 
release the magazine. 

Sofoty Caution: 

Prior to further disassembly: with 
your finger off of the trigger and 
outside of the trigger gwaro, 
point the pistol in o safe 
direction, lock the slide open by 
pushing up on the slide stop lever 
wfiiVe pulling the slide to the rear 
with t^e non-shooting hand 
(Figure 7). Once the slide is 
lacked to the rear, bath visually 
and ph)^icolly (withyour little 


POINT the pistol in o Safe 
Direction thw PULL the 
trigger. You will hear the 
firing pin spring forward. 














PUSH the slide foAvard until 
It is fully separated from the 
receiver (Figure!)). 


Note: 

With the slide and receiver sep¬ 
arated, the operation of die 
trigger safety can be checked. 
See section VI, Functiort Testing 
the Trigger Safety prior to 
operating the trigger with slide 

Barrel Removal 




Safety Caution: 

The recoil spring i 
recoil spring tvoe. 


During removal i 


' control the recoil spring and/or 


PUSH the recoil spring tube 
slightly forword while lifting 
it owoy from the barrel 
(Figure 12). 

REMOVE the recoil spring 
tube and recoil spring 
(Figure 13). 









Reassembly Note: 

When installing the recoil 
spring tube and recoil spring, 
be sure that the back end at the 
recoil spring tube rests in the 
half moon cut In the bottom of 
the front barrel lug (Figure 14). 


• Grasp the barrel at the 
chamber. While rolsing the 
chombered end, move the 
barrel slightly forword 
(Figure 15). Then lift the 
barrel from the slide. 















VI. PREVENTATIVE MAINTENANCE 



Note: 

Refer ro page 13 for proper 
method of field stripping the 
pistol. 

Cleaning the Field 
Stripped Firearm 

The CLOCK pistol requires 
periodic cleaning to insure 
proper function. Once field 
stripped, the barrel and chomber 
ore easily cleaned from the 
chamber end. The inside of the 
slide and receiver should be 
wiped cleon. Standard firearm 
solvents can be used on the 

K stol. This will insure proper 
inctjoning of anew CLOCK 

The copper colored lubricont 
that Is found on portions of the 
slide should not be removed os it 
will assure long-term lubricotion 
of the slide. 

As with ony semioutomotic pistol, 
CLOCK pistols should not be 
cleaned by merely locking the 
slide to the rear ond insert¬ 
ing the cleoning rod from the 
muzzle end. This con cause 
excessive amounts of solvents to 
build up in both the frame and 

Notes: _ 


slide, and possibly contribute to 
molfunctions of the pistol. The 
pistol should be field-stripped 
every time it is cleaned. 

The inside of both the chomber 
and borrel should be wiped 
completely dry once they hove 
been thoroughly cleoned. The 
breech face ond the area under 
the extroctor clow should both 
be obsolutely dry and free of any 
debris ofter cleaning. 

The slide rail cuts should be 
cleoned thoroughly by using a 
cleon patch on the end of a 
toothbrush-type cleoning tool. 
With the clean potch wrof^ed 


over the brush portion of the 
toothbrush, thoroughly cleon the 
slide roil cuts of oil debris and 

All other areas of the slide and 
frame should be checked for 
cleanliness. Most ports in the 
frame may be wiped with o 
clean, soft cloth tbot hos been 
$/i^t/y dampened with o quolity 
firearm cleoning solvent. 

After the parts in the frame hove 
been cleaned, they should be 
wiped dry with a clean, soft 
cloth. All solvent should be 
wiped from the ports so thot they 
ore cleon and dry. 









Lubricatira The Field 
Stripped nrearm 

To properly lubricate your 
CLOCK pistol after it nas been 
tboroughly cleaned and dried, 
use a clean patch that has been 
slightly dampened with quality 
gun oil. Wipe the barrel; the 
barrel hood; the inside of the 
slide where the barrel hood 
rubs against the slide: and the 
ring that the barrel slides 
through the slide. You con take 
one drop of oil on your finger 
and rub each slide roil, or put 
one drop of oil in each slide roil 
cut. Once the slide is moved on 
the receiver after reassembly, 
the oil drop will be distributed 
equally in the slide roils by 
moving the slide. Most Import- 
ont is the drop of oil (Figure 20) 
where connector & trigger bor 

This will assure proper lubrico- 
tion of your CLOCK pistol with¬ 
out over-lubricating. CLOCK 
pistols are designed to operate 
properly with only small 
amounts of lubrication. 

Do not over-lubrieote your 
CLOCK pistol, as large guonti- 
ties of oil or grease will collect 
unburnt powder and other resi¬ 
due, which could interfere with 
proper functioning of your 
CLOCK pistol. 

Dry Firing 

Do not pull bock lug of firing 
pin and let snap forward when 


slide is removed from frame, as 
damage to the firing pin and 
firing pin safety could result. 

WARNING: 

Do not put oil inside firing pin 
channel or magazine tube. 
Firing pin channel, magazine 


tube and breech face should be 
wiped dry before reassembly. 
Learing so/vent or lubricant in 
these areas could cause con¬ 
tamination of primers and fai¬ 
lure to fire. 


Nates: 






Function Testing the 
Trigger Safety 

Once the slide Is removed from 
the receiver the trigger srfety 
con be function-tested in the 
following monner. Push forward 
on the vertical extension of the 
trigger bar os shown (Figure 
21]. The trigger will move for- 
word and the trigger safety 
should engage, holding the 
trigger in a semi-forword posi¬ 
tion even if you release pres¬ 
sure on the trigger bor. This 
verifies the proper engagement 
of the trigger safety. 

(Do not pull trigger ofter slide is 
removed, os the trigger sofety is 
resting against the rear of the 
frome and the trigger sofety 
may be damaged by doing so. 
Also, do not pull the trigger 
when the slide Is locked to the 
rear on the pistol, os this could 
□Iso domoge the trigger safety.) 
Then exert and maintain oddi- 
tionol forward pressure on the 
verticol extension of the trigger 
bor until the trigger moves to its 
most forword position. While in 
this full forword position you 
can press the trigger. The frig- 

S !r sofety should disengage. 

roduolly releose forward 
pressure on the trigger bar. As 
you do, the trigger should 
return to its reorword position. 
This verifies the proper disen¬ 
gagement of the trigger sofety. 
Function Testing the 
Firing Pin Safety 

Hold the slide in o muzzle 
down position ond depress the 
firing pin safety. The tip of the 
firing pin should move forward 
ond be visible protruding from 
the firing pin hole. The firing 
pin may need to be pushed for¬ 
ward when the pistol is new so 
that it will protrude from the 



firing pin hole. 

A second method of checking 
the proper movement of the fir¬ 
ing pin Is to depress the firirsg 
pin sofety and shoke the slide. 
When the firing pin safety is 
depressed the nring pin should 
be heord moving freely. When 
the firing pin safety is not 
depressed the firing pin should 


Next, moking sure that the fir¬ 
ing pin safety is properly 
engaged, hold the slide as 
shown and push forword on the 
rear end of the firing pin with 
your thumb (Figure 22). The fir¬ 
ing pin should not protrude 
from the firing pin hole. If It 
does, the firing pin and firing 
pin safety should be replaced- 
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Vli. SLIDE DISASSEMBLY 



Only 3 tools oro reqwirod for mointenonce of the GLOCK pistol: 

\. A Pin Punch 3/32'(2.5mm) 2. A Screwdriver H'Blade (3mm/ 3. Long Nose Pliers 

Such OS; Seors Croftsmon Such os; Seors Craftsmen Any common type 

42a82WF 41589Wf 

'The Firing Pin Channel Liner is locoted inside the Firing Pin Chonnel end may seporote 
occasionoTly when cleoning. 













Firing Pin 
Assembly 
Removaf 


Safety Caution: 

The firing pin assembly and 
extractor depressor plunger 
are under tension. While 
removing the slide cover 
plate, place your thumb over 
the firing pin assembly and 
extractor depressor plunger 
to prevent these pai^ from 
electing while removing the 
slide cover plate. 


• To aid in the removol of the 
slide cover plote, ploce the 
muzzle end of the slide on a 
smooth, flat surface such os a 
table. Keep the slide in on 
upright position while apply¬ 
ing firm downward pressure 
on the slide. With your free 
hand use a pin punch to push 
the spacer sleeve forward 
(Figures 24 & 25). 

• Simultaneously, slide the 
cover plote down, ond off— 
remember to keep the ten¬ 
sioned firing pin assembly 
ond extractor depressor 
plunger from springing out. 

It is possible that the slide cover 
plate will require some addi¬ 
tional downward force during 
disossembly of o new pistol. A 
thin-bloded screwdriver may be 
used to stort removal. 

• REMOVE the firing pin 
assembly (Figure 26j. 

• REMOVE the extractor 
depressor plunger assembly 
consisting of: the extroctor 
depressor plunger, extractor 
depressor plunger spring and 
the spring loaded t>TOring 
(Figure 77). 








Extractor Removal 












Ftring Pin 

Assembly- 

Disassembly: 

Note: 

The slide may be used for 
disassembly S reassembly. 

• Wipe the firing pin spring 
with 0 clean dry cloth to 
remove any excess lubrico- 
tion or solvent. Then pull 
down on the firing pin spring 
with thumb & forefinger os 
for os possible to ollow cteor- 
once for removol of the firing 

E in spring cups. (Be sure to 
eep o firm grasp on the fir¬ 
ing pin spring so that it does 
not fly orf the firing pin caus¬ 
ing passible injury.) 


• Simultaneously, remove the 
two spring cups, then gradu¬ 
ally release tension on the fir¬ 
ing pin spring ond remove it 
(Figure 32). 

• Remove the spacer sleeve. 

• When reossembling spring 
cups, make sure smoll end is 
inside the firing pin spring. 

Notes: _ 
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CLOCK 20,21,22,&23 

On the CLOCK 20, 21,22 4 23 
first remove the locking block pin 
from left to right (Figure 35). 

The locking block pin (Item #34) 
should be the first pin rertxjved 
and the first pin reinserted. If you 
install the locking block pin after 
inserting the slide stop lever, you 
will bend and domoge the slide 
stop lever spring. 

Trigger Pin Removal 

• Use a pin punch to push the 
trigger pin from left to right 
(Figure 36). 

Note: 

To facilitate trigger pin nemovo/, 
the slide stop lever should be 
moved forward and rearward 
while applying pressure on the 
trigger pin. (Do not use any 
excessive force, i.e. hammering to 
remove the trigger pin.) This will 
unhook the slide stop lever spring 
from the groove in the trigger 
pin. Always remove the trigger 
pm from left to right. 
e Remove the trigger pin. 

Slide Stop Lever 
RemovaF 

• With the trigger pin 
removed, simply withdrew 
the slide stop lever by pulling 
it back (Figure 37). 

Note: 

When re-ir\stalling the slide stop 
lever in the pistol be sure it locks 
into the groove in the trigger pin. 
To function check the slide Stop 
lever, lift it from its rest position 
and release it. 

If the slide stop lever is prop¬ 
erly installed and has engaged 
the groove in the trigger pin, the 
slide stop lever will snap back 
down into the rest position after 
being lifted and released. 















Trigger Assembly 
Removal 

• Using Q pin punch, apply 
upword pressure under the 
elector to raise the complete 
trigger assembly from the 
receiver as shown in Figure 41. 







Trigger Assembly Take-down 












Trigger Assembly 
Take Down 


• Hold fHe trigger assembly os 
shown (Figure 44). 


PULL forward on the trigger with 
trigger bar while rotating the 
trigger bar counterclockwise 
(Figure 45). The trigger with trig¬ 
ger bar cor be lifted from the 
trigger mechanism housing, 



• REMOVE the connector os 
shown (Figure 46). 

• SEPARATE the trigger with 
trigger bar from the coiled 
trigoer spring by working the 
hoolied end of the trigger 
spring off the trigger bar. 

e SEPARATE the trigger mechan¬ 
ism housing from the trigger 
spring. 
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New York Trigger 
Spring 

The New York Trigger Spnng Is 
produced In two weights. Imier 
spring should be installed 
only with the 5 lb. (2.S ks> 
connector, neMer should 
be InstalM wTth the 81b. 
(3.5 kg) connector. 

The stondord New York Trigger 
Spring will increose the 5 lb.. [2.5 
kg) connector to a 7'A - 8'A (3.4 - 
4.6 kg) trigger pull. The second 
or stronger version of the New 
York Trigger Spring (colled New 
York Trigger 'V') will increase 
the S lb, (2.5 kgj connector pull to 
9 to 11 lbs, (4.1.5.0 kg). 

Before instolling a New York 
Trigger Spring in older Model 
G(o» 17 ancri9 pistols, be sure 
thot the connector fits tightly in 
the trigger mechanism housing. If 
the connector does notfit tightly 
in the trigger mechanism housing 
then replace the connector and 
trigger mechanism housing with 
new parts that ensure a ti^t fit 
of the connector in the trigger 
mechanism housing. The ik>. 


(3.5 kg) connector should 
never M insMied with the 
New York Trigger Spring. 

It is imporiont thot the connector 
be properly lubricated fw 
proper functioning of the trigger. 
If not properly lubricated, the 
connector onwor trigger moy be 
domoged and produce a hard 


trigger pull, ond should be 
replied. 

Clock will still offer the original 5 
and 9 lb. (2.5 and 3.5 kg) trigger 
pulls with the standard coil tng- 

S er spring for those customers 
esiring a standard 5 or 8 lb. (2.5 
or 3.5 kg) trigger pull. 







Slide Lock Removal 

• While PRESSING the slide lock 
spring down os for os possible 
os shown (Figure 48), remove 
the slide lock (Figure 49). To 
focilitote removoT of the slide 
lock, hold the frame of the pis¬ 
tol on its side while depressing 
the slide lock spring. 


Slide Lock Spring 

Removal 

• REMOVE the slide lock spring 
by roising It from the frame 
with a pair of needle nose 
pliers orpin punch of 1/16” 
diometer or less os shown for 
full size pistols only. The slide 
lock spring for compoct models 
lop out easily (Figure 50). 

Notes; _ 













Magazine Catch 
Removal 

• Use o screwdriver to push the 
rnogozine catch spring out of 
the rnogozine catch groove 
os follows: 

6e sure to press the right side 
of the magazine cotchwith 
o finger to prevent the 
rnogozine cotch from moving 


when starting to push the 
magazine catch spriisg out of the 

Start with the screwdriver to 
the left of the rnogozine 
catch spring [Figure 51). Push 
the spring to the right and 
then pry it out of the groove 
located on the bottom of the 
magazine catch. 




REMOVE the magazine catch 
from the right side of the 
receiver (Figure 52], 


Magazine Catch 
Spring Removal 

• Using a poir of needle nose 
pliers, PULL the magazine 
catch spring straight up ond 


Notes: 




ooetnbiy use tiw slide to hold th« ger pin from right to left, 
firing pin and other components Note: 

(Figure 54). When reinstalling extractor 

T < • - .**11 depressor plunger moke sure you 

To footnote trigger pm i^l lo- ^ and polymer to 

lion, the slide stop lever should be 
moved slirf^forword ond bock P®'/"' 
while oppTying pressure on the 


IX. REASSEMBLY PROCEDURES 


As with most fireorms, reossenv 
bly is carried Out in the reverse 
order. Severol specific sugges¬ 
tions ore provided below to 
focllitote reassembly. 

The slide lock spring has o long 
and o short end. The short end 
is installed vertically into the 
frame (Figure 53). 




















X. FRONT AND REAR SIGHT 
REMOVAL & INSTALLATION 


Front Sight Removal 

• To remove the front sight 
from the slide, position the 
front of the sliae in upside 
down position over the edge 
of o table or workbench. 
While firmly holding the slide 
on the workbench, top the 
front sight from the slide with 
o pin punch and small ham¬ 
mer (or, the slide may be held 
in a vice to perform this 

E rocedure. If a vice is used, 
e sure that protective jaw 
covers are used so as not to 
damage the slide). 

Front Siqht 
Installation 

e INSERT a new front siahr into 
the front sight slot ana press 
it flush with the top surrace of 
the slide. 

• The new front sight should be 
placed on a smooth wood or 

E lastic surface after it hos 
een inserted into the slide to 
be Sure it Is not pushed out of 
the slide when inserting the 
fixing pin. 

• INSERT o fixing pin in the slot 
in the base of tne front sight, 
by hand or with the oid or 
long nose pliers, 
e With 0 pin punch and o small 
hammer tap the fixing pin 
into the base of the front 
sight (Figure 57). 

Rear Sight Removal 

Drift or press the rear sight out 
of its dovetail slot. 



Rear Sight 
Installation 


Follow instructions furnished with 
the GLOCK reor sight instollo- 
tion/odjustment tool. 






nPK SIGHT INSTALLATIOH DEVICE 

HOW to OPERATI the GLOCK INSTALLATION and 


ADJUSTMENT DEVia for REAR SIGHTS 

For use with: GLOCK 17, CLOCK 171, GLOCK 19. GLOCK 22 and GLOCK 23. 


CAUTION; Beforeinstallin9 or a^ustingrearsiahts.BESURE that your pistol isUNLOADED, 
with the MAGAZINE REMOVED. SiricHy obey the following IN^ALLATION 
SAFETY PRECALfTlONS: 

Remove mogozine while poirrting pistol insafedirectionfwilhfinger off the trigger). Lock the 
slide to the rear by pushing up on the slide slop lever while pushing the slide to the reor. 
Once the slide is locked to the rear, then both visually ondloctilelvinspect the chomber to verify 
that the chamber is empty. You may now proceed vdlh normal field stripping. Refer to your 
GLOCK owners monuol for held stripping instructions if you ore not familiar with the proper 
method to field strip a GLOCK pistol. 

Once the slide is removed frorrt the frame, then rerrtove the recoil sprirm, recoil spring tube and 
the barrel before otto^ing the slide to the slide roil plate ossembly (G). 

GLOCK INSTALLATION ond ADJUSTMENT DEVICE for REAR SIGHTS; 

— Allows ■ removol of rear sight 

(all original CLOCK types are bailable with Tritium night sights) 

■ mountir^ of new rear sight 

(ail original GLOCK types ore o«ailable with Tritium night sights) 

■ odjuslment (lateral) 

— GLOCK 17,17L, 19,22, and 23 sight instdlotion device 

— The sight ir»tallation device for the CLOCK 20 and GLOCK 21 is lorger but still 
operates in the some manner. 

NOTE; if you wish to shift the point of impoct on your target to the left, you hove to move the 
rear sight to the left arid vkevefsaforihe eighteen end right in musle direction). 


Point of impoef 

Diredien m wtiirfi to 

left of center 

movoreor sight 

right of center 

insert higher rear sight 
insert lovmr reor si^l 

high 


NOTE: Following sizes of original CLOCK reor sights ore available: 


Sight morking_HeigN (mm/in)_Remark 





= 

73/029" 

highest Impoct 

c~s> 

6.9/027" 

high impoct 

_ __ 

63/0256" 

standard factory issue 


6.1/024" 

lower impoct 


6.1 to 73 

020" to 034' 

dick adjustable sight 










To Adjust Rear Sight For Windage 

Affer loosening the slide roil plate assembly (G) with the thumb nut (H), then center 
sight carrier so that marks on body (A) and Si^t Carrier (6) olw, ploce slide in slide 
rail plate assembly (G) by alining the slide rail cuts with the slide roil plote assembly. 
Push the slide to the rear untifthe commirtg cut in the slide contacts the pin protruding 
from the right side of the slide roil plate assembly (G), tighten thumb nut (H). Turning 
hondle (F) clockwise will move rear sight to the right ond vice versa. 


To Replace Polymer Rear Sight 

Turn handle (F) counter clockwise to move carrier to left center of window, Insert 
slide rail cuts in slide roil plote(G), tighten thumb nut{H), insert new Glock sight in 
carrier making sure to seat new sight bock against guide roil (I). Turn downward 
pressure screw |Q to bear firmly OMirtst top of new sight making sure white outline Is 
facing in right direction. Turn hondle (F) clockwise removing old sight, ond installing 
new one simultoneously. 


Rear Night Sight Installation 

Same procedure as with polymer reor sight, except no downward pressure is 
required. Be sure the luminous viols foce to me rear. 


Front Mght Sight Instollolion 

Position front sight in slot, apply lock-tight, tighten screw snug. Do not overtighten or 
screw will snap or break. 


Note 

When replacing broken night si^t with new one you must center sight corrler (B), 
install slide in sTide roil plate (G), tighten thumb nut (H), push old metal sight out. 
place new night sight In carrier and install in normal manner, never push metal sights 
with outside edge of carrier. 









SERVICE PROCEDURES AND TROUBLE 
SHOOTING 







SERVICE PROCEDURES AND TROUBLE 
SHOOTING (cont.) 


Observed Problem 

Probable Causes 

Correcrions 




No primer strike: 

Slide out of battery (DO 

NOT FOICE INTO 



Oefocmed/defective round 

Inspect and replace round 


Under-powered ammunttion 

Qionge ammunition 


Oomaged/weak recoil spnng 

Repioce recoil spring 


Oomoged recoil spnng tube 

Reploca recoil spring tube 


Motirrg surfoces of barrel, slide 
and receiver excessively dirty. 

Field-strip and clean 


Gun drty/obstrucled chamber 

Clean chamber 


Shootirrg with on unlocked wrist 

Lock shooting hand wrist 

Light, centered strike; 

Hord primer (SA4G ommunirionl 

Change ommunihon 


Obstructed firing pin chonnef 

Remove, inspect ond cleon firing 
pin ond firing pin spring. Clean 

Mng pin chonnel. 

Inconeietant trigger oull 

Connector loose in housing 

Reploce housing 

or will net releese 

Pistol is excessively dety 

Field strip and cleon. 


Wrong trigger bof 

Replace 


Connector needs lubrication 

Oil 


Trigger bor is bent/dorrioged 

Reploce trigger bor. 

Trigger eefe^ fob to return 
to engaged {wrward) pewHon 

krtprooerlv stored in original box 

f^hettriggarhar. When stand 
in anginal hex, pistol must be 

wtA trigger in full fexweira 

pesitior^lrigger safety fully 

unloaded, trigger in back 


depress*!) 

position. 

Firing pin utfety foils 

Domoged, worn or defective 

Replace firing pin safety 


firing pin safely 

and firing pin 

in the manual: 


No primer strike 

Worn or broken firing pin tip. 

Replace 


Obstructed channel 

Cleor 


Spring cups inverted 

Ownge 

Light off-center strike 

Tight extractor 

Change 


Dirty gun 

Cleon 


Slide lock reversed or 
not beveled 

Replace 

Lodes open early 

Improper bond position 

Chonge grip 


Reverse tension on slide 
stop lever spring 

K.plo« 


Domoged slide stop lever 

S.pl«. 
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3598 Slide 
3570 Barrel 

1533 Recoil Spring Assembly 
49 Firing Pin 
56 Spacer Sleeve 
63 Firing Pin Spring 
70 Spring Cupi 
84 Firing Pin Solety 
91 Firing Pin SoFety Spring 
98 Extroctor 

112 Extroctor Depressor PIjnger 
119 Extractor Depressor Plunger Spring 
126 Spring Loaded Searing 
133 Slide Cover Plate 
182 Fixed Reor Sight 6.5mm 
154 FixedReorSight6.1mm 
196 Fixed Rear Sight 6.9mm 
210 Fixed Rear Sight 7.3mm 
791 Click Adiustable Rear Sight 
224 Front Sight 
3549 Receiver (Frame) 

280 Magazine Catch Spring 
287 Magazine Catch 
1981 Extended Mogozine Catch 
294 Slide Lock Spring 
301 Slide Lock 
308 Locking Block 

322 Trigger Mechanism Housing with Ejector 
343 Connector (5 Ib.) 2.5 kg (st^.) 

735 Connector (8 lb.) 3.5 kg 
350 Trigger Spring 
357 TriggerwithTriggerBar 
399 Slide Stop Lever with Spring 
420 Trigger Pin 

427 Trigger Mechanism Housing Pin 
441 Follower 
448 Magazine Spring 
455 Magazine Floor Plote with Hole 
5572 Magazine Insert 
1113 Magazine Tube 
483 Loading Device 
4200 Plastic Box for Pistol 
490 Cleaning Rod 
497 Cleaning Brush (Nylon) 

3661 New York Trigger Spring 
5418 New York Trigger Spring Plus 
1148 Firing Pin Chonnet Liner 

Other_ 


TOTAL 





3654 Slide 
3633 Barrel 

1533 Recoil Spring Asseoibly 
49 Firing Rir< 

56 Spacer Sleeve 

63 Firing Pin Spring 
70 Spring Cups 

64 Firing Pin Safety 

91 Firing Pin Safety Spring 
98 Extractor 

112 Extractor Deprauor Plunger 

119 Extractor Depressor Plunger Spring 

126 Spring Load^ Bearing 

133 Slide Cover Plote 

182 Fixed Reor Sight 6.5mm (Slond.) 

154 Fixed Rear Sight 6.1mm 
196 Fixed Rear Sight 6.9mm 
210 Fixed Rear Sight 7.3mm 
791 Click Adjustable Reor Sight 
224 Front Sight 
3549 Receiver (Frame) 

280 Magazine Catch Spring 
287 Magazine Catch 
1981 Extended Ahogazine Catch 
294 Slide Lock Spring 
301 Slide Lock 
308 Locking Block 

322 Trigger Mechanism Housing with Ejector 
721 Connecter (3 lb.) 2.0 kg (171 only) 

343 Connecter [5 lb.) 2.5 kg (stond.) 

735 Connector (8 lb.) 3.5 kg 
350 Trigger Spring 
357 Trigger with Trigger 8ar 
399 Slide Stop Lever with Spring 
420 Trigger Pin 

427 Trigger Mechonlsm Mousing Pin 
441 Follower 
448 Magazine Spring 
455 Magazine Floor Plote with Hole 
5572 Magazine Insert 
1113 MagazIneTube 
483 Loading Device 
4228 Plastic Box for Pistol 
490 Cleaning Rod 
497 Cleaning Brush (Nylon) 

3661 New York Trigger Spring 
5418 New York Trigger Spring Plus 
1148 Firing Pin Chonnel Liner 

Other_ 


TOTAL 








CLOCK PARTS AND ACCESSORIES: CLOCK 19 


PART CLOCK PISTOL 

NUMBER_DESCRIPTION 


3612 Slide 
3577 Borrei 

2457 Recoil Spring Assembly 
49 Firing Pin 
56 Spacer Sleeve 
63 Firing Pin Spring 
70 Spring CjQS 
84 Firing Pin Sofety 
91 Firing Pin Sofety Spring 
98 Extractor 

112 Extrcrtpr Depressor Plunger 

119 Extroctor Depressor Plunger Spring 

126 Spring Loaded Bearing 

133 Slide Cover Plofe 

182 Fixed Rear Sight 6.5mm (Stond.) 

154 Fixed Rear Sight 6.1mm 
196 Fixed Rear Sight 6.9mm 
210 Fixed Rear Sight 7.3mm 
791 Click Adjustable Rear Sight 
224 Front Si^t 
3563 Receiver (Frame) 

280 Magazine Catch Spring 
287 Magazine Coteh 
1981 Extended Magazine Catch 
2317 Slide Lock Spring 
301 Slide Lock 
2471 Locking Block 

322 Trigger Mechanism Housing with Ejector 
343 Connector (5 lb.) 2S kg (Stand.) 

735 Connector (8 Ib.) 3,5 kg 
350 Trigger Spring 
2303 Trigger with Trigger Bar 
2919 Slide Stop Lever with Spring 
420 Trigger Pin 

427 Trigger Mechonism Housing Pin 
441 Follower 
2429 Magozine Spring 
455 Magozine Floor Plote with Hole 
5572 Magozine Insert 
2443 Magozine Tube 
483 Loading Device 
4200 Plastic Box for Pistol 
490 Cleaning Rod 
497 Cleaning Brush (Nylon) 

3661 New York Trigger Spring 
5418 New York Trigger Spring Plus 
1148 Firing Pin Channel Liner 

Other_ 


QTY. UNIT TOTAL 

ORDERED_COST_COST 


TOTAL 






5341 Slide 
5355 Borrel 

5586 Recoil Spring Aisembly 
4557 Firing Pin 
56 Spacer Sleeve 
63 Firing Pin Spring 
70 Spring Cops 
84 Firing Pin Safety 

91 Firing Pin Safety Spring 

5509 Extractor 

5243 Extractor Depressor Plunger 
119 Extractor Depressor Plunger Sprirsg 
126 Spring Loaded Seoring 
133 Slide Cover Plote 
162 Fixed Rear Sight 6.5mm 

154 Fixed Rear Sight 6.1mm 

196 Fixed Rear Sight 6.9mm 

210 Fixed Reor Sight 7.3mm 

791 Click Adjustable Rear Sight 
224 Front Sight 

5390 Receiver (Frame) 

280 Magexine Catch Spring 
1981 Extended Magazine Catch 
5446 Slide Lock Spring 
301 Slide Leek 
5264 Locking Block 

4431 Trigger Mechonism Housing with Ejector 
343 Connector [5 lb.) 2.5 kg (stond.) 

735 Connector [8 lb.) 3.5 kg 
350 Trigger Spring 
4417 Trigger with Trigger Bor 
5306 Slide Stop Lever with Spring 
420 Trigger Pin 

427 Trigger Mechanism Housing Pin 
3948 Follower 
448 Mogazine Spring 
3941 Magazine Floor Plate with Hole 
6055 Magazine Insert 
3913 Magazine Tube 
483 Loading Device 
4523 Plastic Box for Pistol 
490 Cleaning Rod 
497 Cleoning Brush (Nylon) 

3661 New York Trigger Spring 
5418 New York Trigger Spring Plus 
4368 Locking Slock Pin 
1148 Firing Fin Channel Liner 

Other_ 


TOTAL 








5348 Slid* _ _ _ 

5362 Barrel _ _ _ 

5586 Recoil Spring Assembly _ _ _ 

4557 Firing Pin _ _ _ 

56 Spacer Sleeve _ _ _ 

63 Firing Pin Spring _ _ _ 

70 Spring Cups - - - 

4536 Firing Pin Sdety _ _ _ 

91 Firing Pin Sofery Spring _ _ _ 

5516 Extractor _ _ _ 

5243 Extractor Depressor Plunger _ _ _ 

119 Extroctor Depressor Plunger Spring _ _ _ 

126 Spring Looded Beoring _ _ _ 

133 Slide Cover Plote _ _ _ 

182 Fixed Reor Sight 6.5mm _ _ _ 

154 Fixed Reor Sight 6.1mm _ , 

196 Fixed Reor Sight 6.9mm _ , 

210 Fixed Rear Si^t 7.3mm _ — 

791 Clich Adjustable Rear Sight _ — 

224 Front Sight _ . 

5390 Receiver (Freme) . — 

280 Magazine Catch Spring _ . 

1981 Magazine Catch _ 

5446 Slide Leek Spring _ _ 

301 Slide Leek _ _ _ 

5264 Locking Block - 

4431 Trigger Mechanism Housing with Ejector 

343 Connector [5 lb.) 2.5 kg (stand.) - 

735 Connector (8 lb.) 3.5 kg 

350 Trigger Spring ^— 

4417 Trigger with Trigger Bar 

5306 Slide Stop Lever with Spring - _ , 

420 Trigger Pin _ _ 

427 Trigger Mechonism Housing Pin _ _ _ 

3955 Follower _ _ _ 

448 Mogozine Spring _ _ _ 

3941 Mogazine Floor Plate with Hole _ . ____ 

5397 Magazine Insert _ - 

3920 Magazine Tube _ _ _ 

483 Loading Device _ _ _ 

4529 Plastic Box for Pistol _ _ _ 

490 Cleaning Rod _ _ __ 

497 Cleaning Brush (Nylon) _ _ _ 

3661 New York Trigger Spring _ _ _ 

5418 New York Trigger Spring Plus _ _ _ 

4368 Locking Block Pin _ _ _ 

1148 Firing Pin Chonnel Liner _ _ _ 

Other_ _ _ _ 

TOTAL _ _ _ 
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4487 Slide 
4452 Sorrel 

1533 Recoil Spring Assembly 
4270 Firing Pin 
56 Spocer Sleeve 
63 Firing Pin Spring 
70 Spring Cups 
84 Firing Pin Sofefy 
91 Firing Pin Scrfefy Spring 
9S Extractor 

112 Extractor Depressor Plunger 
119 Extroctar Depressor Plunger Spring 
126 Spring Lood^ Beoring 
133 Slide Cover Plate 
182 Fixed Rear Sight S.Smm 
154 Fixed RearSight6.1mm 
196 Fixed Rear Sight 6.9mm 
210 Fixed Rear Sight 7.3mm 
791 Click Adjustable Rear Sight 
224 Front Sight 
443fi Receiver [Frame) 

2S0 Magazine Cotch Spring 
287 Magazine Cotch 
1981 Extended Magazine Catch 
294 Slide Lock Spring 
301 Slide Lock 
4354 Locking Slock 

4431 Trigger Mechanism Housing with Ejector 
343 Connector (5 lb.| 2.5 kg Istond.) 

735 Connector (8 lb.) 3.5 kg 
350 Trigger Spring 
357 Trigger with Trigger Bar 
4333 Slide Stop Lever with Spring 
420 Trigger Pin 

427 Trigger Mechanism Housing Pin 
3962 Follower 
448 Magozine Spring 
455 Magazine Floor Plate with Hole 
5166 Magazine Insert 
3927 Mogazine Tube 
483 Loading Device 
4200 Plostic Box for Pistol 
490 Cleaning Rod 
497 Cleaning Brush [Nylon] 

4368 Locking Block Pin 
3661 New York Trigger Spring 
5418 New York Trigger Spring Plus 
1148 Firing Pin Channel Liner 

Other_ 


TOTAL 






4501 Slide 
4466 Barrel 

2457 Recoil Spiina Assembly 
4270 Firing Pin 
56 Spacer Sleeve 
63 Firing Pin Spring 
70 Spring Cups 
84 Firing Pin Safety 
91 Firing Pin Sofety Spring 

112 Extractor Depressor Plunger 
119 Extractor Depressor Plunger Sprirsg 
126 Spring Loaded Bearing 
133 Slide Cover Plate 
182 Fixed Rear Sight 6.5mm 
154 Fixed Rear Sight 6.1mm 
196 Fixed Rear Sight 6.9mm 
210 Fixed Rear Sight 7.3mm 
791 Click Adjustable Rear Sl^t 
224 Front Sight 
4445 Receiver (Frame) 

280 Magazine Catch Spring 
287 Magazine Catch 
1981 Extended Magazine Catch 
2317 Slide Lock Spring 
301 Slide Lock 
4361 Locking Block 

4431 Trigger Mechonism Mousing with Ejector 
343 Connector (5 lb.) 2.5 kg (stond.) 

735 Connector (8 lb.) 3.5 kg 
350 Trigger Spring 
2303 Trigger with Trigger Bor 
4333 Slide Stop Lever with Spring 
420 Trigger Pin 

427 Trigger Mechanism Mousing Pin 
3962 Follower 
2429 Magazine Spring 
455 Magazine Floor Plate with Hole 
5166 Mogozine Insert 
3934 Magazine Tube 
483 Loading Device 
4200 Plastic Box for Pistol 
490 Cleaning Rod 
497 Cleaning Brush (Nylon) 

4368 Locking Block Pin 

3661 New York Trigger Spring 

5418 New York Tn'gger Spring Plus 
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CLOCK, Inc. 


6L0CK. tnc.. P.O. 80 X 369, 
Smyrna. Georgia 30061, U.SA. 


U.S.A. 


PERFECTION 


Fax C770) 433^719 
TH. (770) 319-4789 


8ulletin#2-1-96 


TECHNICAL BULLETIN 

DATE: Feiiruary6.l99e 

TO: All Clock Armorais, Sales Managers and Giodt Instiuciors 

PROM: W. C. Haberland. Manager 

TechrOcal Customer Servlca 

SUBJECT: New York Trigger Springs 

The new New York Trigger springs will neve a coH spring Instead o( a leaf spring' type. 

Tire New York #1 trigger spring, part • SPO 7409, wtu be otvedrad In odor and will be used In place of the 
standard New York trigger spring, part • SPO 3661 wMcti has been dNcontinued. 

The NewYork «2 trigger spring, pan* SPO 7412. wil be orange in color and will be used In place of the New 
York* lrlggersprlng.psn*SPO$418whlchhasbeenwinbedbconllnued. 



1. Detail strip (he pistol frame (trigger assembly) 4. Insert New York trigger spring 

2 . Remove trigger bar S. Rernsert trigger bar over New York trigger spring 

3. Remove con trigger spring 6 . Reassemble frame and slide 


NOTE: This operation should only be performed by a certified Clock Armorer. As always, a function test firing 
should occurwith the individual firearm to assure proper functioning. 



EXTRACTORS 


When ordering extractors, the serial number of the pislol for which the extractor is ordered must be chedied to determine 
if the extractor with the 90* or 15° should be shipped. 

All CLOCK petals starting with the fotlowingseffal number ptefbces have a 15* breech face and requires 15* extractor. 
The 9 mm and the 10 mm have a parallel hook. The 40 calber and 45 caSber have a 5* hook. All 40 caliber pislols 
should have the new style 14.7 mm ejectors, parlsfSP 01892. 


BMO 

BKP 

BMR 


05/95 

07/95 

05/95 

09/95 


9 mm G17/17m9/26 


05/95 

08/95 

07/95 

07/95 


All 9 mm use Ihgger housing with ejector part • SP 00522. 
All 9 mm use ejector part < SP 00538. 


90* Breech Pace • Extractor ASP 00098 •90*/ParaiM Hook 
IS’BreechPaca - Extractor*SP01889- 15*/Par«alHoM 


40 Caliber G2 2r23/74/24Qa7 

All 40 calibers use tngger housing with ejector pert • SP 01898. 
All 40 Calibers use ejector part * SP 01882 (new style). 

90* Breech Pace - Extractor fSP 06908 - 90*4* 
15* Breech Face - Exlraclor#SP06740-1S*/5* 


10 mm G20 

All 10mm usetnggerhouslngwitn ejector pa/t8SP04431. 

All 10 mm use ejector pait # SP 04340. 

90* Breech Pace - Extractor SSP 05509 • OCP/PanlBl Hook 
15° Breech Pace - Extractor • SP 00061 • iS*/Para8el Hook 


45ACg. G21 

All 45 ACP use tngger housing with sjector part *SP 04431. 

All 45 ACP use ejector part# SP 04340. 

90°Breech Face • ShiptoGLOCKSmymatobeciittolS* 
15" Breech Face - Exlracior#SP05516-1S*/S* 


Modified Dissassemblv Tool • ST 03374 • Used b> remove the ejector from the trigger mechanism housing. 


R«4«1pKnilr 



UPGRADE 


On piatob subject to the firins pin system upgrade, you can detetmine if Ute upgrade has been conducted by checking 
the following parts: 


Trigger with bigger bar 
Extractors 
Rring Pin 
Firing Pin Safety 
Firing Pin Safety Spring 
Spring Loaded Bearing 

The following is a list of serial numbers that are affected by the upgrarSe. We 
serial number rariges should have the product upgrade. 

Glock 17 Pistols • Alphabetical Prefix through X6 
Qlock 19 Pistols ■ Alphabetical Prelbi ttvough XK 
Olock 20 Pistols - Alphabeticat Prefix through WX 
Clock 21 Pistols - Alphabetical Prefbt through XM 
Glock 22 Pistols • Alphabetical Prefix through YB 
Glock 23 Pistols • Alphabetical Prefix through SL 


All three letter prefix pistols already have the product upgrade parts. 


' recommend that all pistols In the followirg 


All pistols prior to serial number ALO should come to GLOCK to have the slide modificstlens, l.e.the pickup rail Is 
radiused and the dgni rear edge of the eiecUon port is anglsd. 


ABCDEFGH 


JKLMNOPQRSTUVWXYZ 



MAGAZINES 


When the following magazine parts are ordefed and a specific pan number Is not specified, the customer must be 
contacted to find out what type of magazine is invotved. Fonowing is a Ssl of infonnation needed In order to determine 
exactly what the customer needs: 


Mon-Full Metal Uned Ful Metal Uned 

Floor Plate - SP 00455 Floor Plate • SP 03205 

Magazine insert -SP 05572 Magazine Insert - SP 01693 

Orange Floor Plate - SP 02373 Orange Floor Plate - SP 01294 

40 Caliber - 


Floor Plate • SP 00455 

Magazine Insert - SP 05166 
Orange Floor Plate - SP 02373 


Fun Metal Uned 

Floor Plate - SP 03206 

Magazine Insert -SP 05166 

Orange Floor Plate • SP 01294 


Floor Plate - 8P 03941 

Magazine Insert • SP 06055 
Orange Floor Plate • SP 02661 



Floor Plate -SP 03941 
Magazine Insert • SP 05397 
Orange Floor Plate - SP 02661 


Full Metal Uned 

Floor Plate • SP 03941 

Magazine Misert • SP 06055 

Orange Floor Plate - SP 02661 


Fun Metal uned 

Floor Plate • SP 03941 

Magazina Insert - SP 05397 

Orange Floor nate -SP 02661 



Full Metal Uned 

Floor Plate - SP 03941 • 9 Pound 

FloorPlale - SP08189- 10Round 

Mag Insert • SP 06901 - 9 Round 

Maginsetl - SP 06901 • 10 Round 



MAGAZINE SPRINGS 


When onJerlng magazine springs, you must And oM what medei (be magazines are used for and whether they are high 
capacity or 10 round magazines. Foltowing is a Esi of part order numbers for magazine springs: 


Woh Caoacitv 


G30 - SP02429 


G17 • SP 02309 
G17L - SP 02309 
G19 • SP02316 
G2Q • SP 02323 
G21 - SP0044S 

G22 • SP 02323 
G23 ■ SP 02429 
G24 - SP02323 
G29 - SP 02429 
Q30 • SP 02429 


G17 •SP00448 
G17L • SP00448 
619 - SP 02429 
020 • SP 0044S 

621 - SP 0044S 

622 - SP0044S 

623 • SP 02429 

624 - SP 00448 


The Glock Uodei 26/27 magazines taka the same style magazine spring, part» SP 02429. 


FOLLOWERS 


Model Type 


Followers 

Parte Marked WHh 


617 High Capacity SP 01812 

617 tORound SP02183 

619 High Capacity SP 01812 

619 tORound SP02163 

620 High Capacity SP 03948 

620 10 Round SP 03948 

621 High Capacity SP0395S 

621 tORound SP038$$ 

622 High Capacity SP 01028 

622 tORound SP 01028 

023 High Capaaty SP 01028 

623 10 Round SP 01028 

026 All Magazines SP 01812 

027 All Magazines SP 01028 

029 /Ul Magazines SP 03948 

030 9 Round SP039S$ 

630 10 Round SP039S5 





THREE GENERATIONS OF CLOCK MAGS 


NON-FULL 
METAL LINED 


FULL METAL 
LINED 


FULL METAL 
LINED 





























